
(CMO)

 FEATURE FIGURE
CMO - Cement Resistor Thermal Cut-offs include wire wound type, 
cement Resistor with Thermal Cut-offs is specially sharp fusing characteristics . 
low cost ,excellent anti-surge characteristics. Applications are widely used in 
Switching regulators, Video adapters or  safety circuit in electrical equipment, etc..

( )
CMO ,

 ORDERING INFROMATION
Example: CMO5M145J10R0 (5M 145  10R   ±5% )

Type Power Tolerance Package
CMO5M 5M 113 (109 )  Bulk = B
CMO7M 7M 133 (129 ) J = ±5%
CMO10M 10M 157 (152 ) K = ±10%

192 (188 )
227 (226 )
102 (98 )
115 (110 )
134 (129 )
139 (135 )
145 (141 )

 DIMENSION Unit: mm
Type L W H P h D1 (R-pin) D2 (F-pin)

CMO5M 25 13 9.0 5.0 2A=0.6±0.1
CMO7M 38 13 9.0 5.0 10A:1.0±0.1
CMO10M 35 16 12 7.5

CMO TYPE

Fusing Temperature

Cement Resistor With Thermal Cut-Offs 

0.8±14.5±1

SINLOON
®

Resistance ( )
1R = 1R0

10R = 10R0
100R = 101

D2 (F-pin)
 D1
(R-pin)

P

L

W H

h : (4.5mm)

MAYLOON ELECTRONIC CO., LTD.,

Ref No.MQSMT201222Rev1111 
www.mayloon.com.hk

Cement Resistor With Thermal Cot-Offs - CMO
(水泥電阻溫度保險絲)

Page: P3 - 1 
美隆電子有限公司



(CMO)

 ENVIRONMENTAL CHARACTERISTICS
Fusing Temperature Protector

Fusing Resistance Tolerance
Temp.( ) Current Voltage 5M 7M 10M Range ( ) (%)

113  1.2W 1.4W 2W

133 129±2 1.6W 2W 2.5W
157 152±2 1.6W 2W 2.5W

192  2W 2.4W 3.5W

227 2W 2.4W 3.5W

102 0.8W 1.2W

115 1.2W 1.4W

134 129±4 1.4W 1.6W
139 135±3 1.6W 2W
145 141±2 2.1W 2.4W

 POWER GRAPH

250V

Rated Power at 25

---

1R ~ 100

SINLOON
® CMO TYPE

Cement Resistor With Thermal Cut-Offs 

1R-100

J=
±5

%
; K

 =
 ±

10
%

Mark Code

10A

2A

Standard

250V

+3
-1109

+3
-1188

+1
-3226

+4
-398

+3
-2110
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(CMO)

 STRUCTURE

 PACKING
Type Wight
CMO L W H L W H Gross
5M 26 15 11 500 31 27.5 47 4000

7M 26 15 11 500 31 27.5 47 4000

10M 26 15 11 500 31 27.5 47 2000

Mayloon characteristic parameters of electronic product specification changes or updates without notice to improve

SINLOON
® CMO TYPE

Cement Resistor With Thermal Cut-Offs 

Inner Box Dimension (cm)
Quantity

Carton  Dimension (cm)
Quantity

Cement Box

Wirewound Resistor

Thermal Cut-Offs

Lead wire (Fuse )
2A : 0.6mm
10A: 1.0mm

Lead wire
R-pin 0.8mm
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